OUD-GARD

SYSTEM NOTES:

* IDEAL FOR RADIUS SURFAGES
* IDEAL FOR LOW SLOPE CANOPIES

SERIES 2500 MATRIX

* STANDING SEAM CAN BE REVERSED FOR SMOOTH

VERTICAL FAGADE

* SYSTEM ACCOMODATES CONTINDUS PANEL

LENGTHS uP To 39'

SYSTEM PROFILE

8MM BATTEN

20MM BATTEN

INTERIOR, EXTERIOR WALL, CANOPY,

INTERIOR, EXTERIOR WALL,

IDEAL USE SKYLIGHTS CANDPY, SKYLIGHTS
SHEET THICKNESS 8 20

PANEL TYPE BATTEN BATTEN
CONCEALED FASTENERS YES No
MAXIMUM SPAN* 3' 5
ALLOWABLE DEFLECTION 1" 1

MINIUM SLOPE N/A 2:12

* STRUCTURAL CAPACITY FOR ARCHED PANELS INCREASE STRUCTURAL CAPACITY UP TO 50%

ALUMINUM FINISHES

- ALL TYPES OF ARCHITECTURAL FINISHES ARE AVAILABLE

- ANDDIZING
- KYNAR
- POWDER COATING

STANDARD PANEL COLORS

BRONZE
WHITE
CLEAR
BLUE*
GREEN*

40442 KOPPERNICK RD.
CANTON, MI 48187
734-207-9700

www.duo-gard.com




