SEALANT BY INSTALLER
STRUCTURE BY OTHERS

(ALUMINUM STRUCle
CAN BE PROVIDED)

ALUMINUM FLASHING
EMBED IN BED OF
SEALANT

STANDARD ATTACHMENT [~ BSSC-1SNAPCAP

LOCATION @ 18" O.C. MAX. ——

SCREW @ 12" O.C.

WPP-1 PRESSURE PLATE

BEB-16 BASE CHANNEL
GASKET (TYP.)

FLUTE DIRECTION

16mm PCSS

SECTION ‘A’

CAP(S) MITER JOINT
BASE CHANNEL BUTT JOINT

@ \ NOTE CORNER CONDITION:
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BMB-16 BASE CHANNEL

STANDARD ATTACHMENTS
(2) @ 18" 0.C. WHERE CONTINUOUS
STRUCTURE BY OTHERS SUPPORT IS PROVIDED
(ALUMINUM STRUCTURE :O)Ré SECTIONS
CAN BE PROVIDED) 4 PURLIN INTERSECTION
SECTION 'B’
ALUMINUM FLASHING
EMBED IN BED OF
STANDARD ATTACHMENTS: . SEALANT BY REQUEST:
ALUMINUM: \
#12 x 1" TEK SCREW W/ #3 TIP & NEOPRENE WASHER STRUCTURE BY OTHERS
#12 X 2" TEK SCREW W/ #3 TIP & NEOPRENE WASHER (ALUMINUM STRUCTURE
CAN BE PROVIDED) ——
STEEL: ~~
#12 x 2" TEK SCREW W/ #5 TIP & NEOPRENE WASHER
_ STANDARD ATTACHMENTS S
WOOD: @ 18" 0.C. MAX.
1/4" x 2" LAG SCREW W/ NEOPRENE WASHER RS
NOTE: )
ATTACHMENT METHODS & SPACING BASED ON (2) 3/8" @ WEEP HOLES
STANDARD 90 MPH WIND LOAD CONDITIONS. @ 36" O.C. MAX.
CONTACT DUO-GARD TO DISCUSS ALTERNATE (ALONG SCREW LINE)
LOAD CONDITIONS.
SECTION 'C'
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